FIRE HYDRANT (SEE STD. DWG. W—4)

| 1'-6" Y 1'-6” |

6" CL—A CONCRETE PAD
SLOPE 1/4" PER FT.,
SWEAT FINISH

3_0o"

BACK OF CURB

6" 20" 20" 6"
ROLLED CURB INSTALL 4" STEEL
(F’RlVATE STREEF) POST. SEE DETAIL
PLAN VIEW BELOW.
MOUND CONCRETE ON
TOP OF POST.
4” 0.D. PAINTED :
STEEL POST (WEIGHT \ 1. THE MAINTENANCE OF THE FIRE HYDRANT PROTECTOR POST
=10.79 LB./FT.) FILLED SHALL BE THE RESPONSIBILITY OF THE HOMEOWNERS’
WITH CONCRETE. ASSOCIATION, WITHIN PRIVATE STREETS.
© 2. IN THE EVENT ANY DAMAGE IS NOTED, THE CITY WILL
e ow CamAL - NOTIFY THE HOMEOWNERS' ASSOCIATION TO PERFORM THE
NECESSARY REPAIRS.
GRADE.
- 3. IF THE DAMAGE IS NOT REPAIRED WITHIN 30 CALENDAR
ROLLED CURB DAYS FROM THE DATE OF THE CITY NOTICE, THE CITY
NG SHALL PERFORM THE NECESSARY REPAIRS AND BILL THE
’Z\'F’ R HOMEOWNERS’ ASSOCIATION FOR THE ASSOCIATED REPAIR
P COST.
7L
f>, w 4. POSTS SHALL BE KEPT IN GOOD REPAIR, AND SHALL BE

E&STISNGB CONCRETE 2IF;IEAE':ERN8§ REPAINTED AS NECESSARY TO PRESERVE THEIR
T — 5. PUBLIC RIGHT OF WAY PROTECTOR POSTS MUST BE PAINTED
_WF BE PAINTED YELLOW ENAMEL, RUSTOLEUM 5244402

" 1'—0" GENERAL PAINT MANUFACTURING (G—35)

DETAIL OF STEEL

PROTECTOR POST

EEE(':H& ERO%\S/ CITY OF MADERA
FIRE HYDRANT INSTALLATION MARCH 20
WITH PROTECTOR POSTS W-5

FOR ROLLED CURB




