CHRISTY B16 BOX OR EQUIVALENT
WITH A B16 RP LID OR EQUIVALENT

INSTALL METER BOX IN PARK

STRIP OR BEHIND CONTIGUOUS
SIDEWALK
METER COUPLING
MUELLER/JONES OR ANGLE METER STOP MUELLER
EQUIVALENT OR JAMES JONES BALL VALVE
WITH LOCKING LUGS
FINISH GRADE

STAMP "W” ON CURB FACE 3" HIGH

STREET SURFACE

6'—6” WHEN LOCATED BEHIND
CONTIGUQUS SIDEWALK CURB AND GUTTER

PROVIDE EXTENSION AS NEEDED

VALVE MUST BE INSTALLED VERTICAL

GENTLE BEND (DO NOT KINK)

CORPORATE STOP (TO BE OPEN)
FORD F1000 OR JONES J-3401
OR EQUIVALENT

\S

PVC OR DIELECTRIC UNION (DO NOT USE
A GALVANIZED CONNECTORY)

POLYETHLENE CTS SDR-9 PE 3408
GENTLE BEND (DO NOT KINK)

FOUR BRICKS OR EQUIVALENT
SIZE REDWOOD BLOCKS TO
PROHIBIT SETTLING

DOUBLE STRAP SERVICE SADDLE
SMITH—BLAIR TAPERSEAL OR
EQUIVALENT

WATER MAIN

NOTES:
1. LARGER METERS SHALL REQUIRE LARGER UTILITY BOXES.

2. SEE STANDARD DRAWING W—9B FOR METER SPECIFICATIONS.
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